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Where is it? What is it? Is it safe to use?

R

XCRiPad air2
C1D2 / Zone2 Rugged iPad air2

SPECIFICATIONS

- Class1 Div2 and Class2 Div2 certi�ed. Hazardous Location Listing for the US and Canada.

- ATEX Zone2 Certi�ed. Hazardous Location Listing for Europe. 

- Group A, B, C, D

- Rubber case for outdoors application

- Necessary Custom Ballistic Nylon Carrying Case

- IP67 (Water / Dust proof )

- Wi-Fi (802.11 a/b/g/n)

- Bluetooth 2.1 + EDR Technology

- 16GB Storage

- 9.7-inch (diagonal) LED-backlit glossy widescreen

Brightness: 400 cd/m2 (nits)

- Multi-Touch display (wide-viewing angle)

- 8MP iSight camera (back), 1.2MP (front)

- Patent Pending

- 2048 by 1536 pixel resolution for iPad4

- 1GHz dual-core Apple A8

- Built-in rechargeable lithium-polymer battery

- Up to 10 hours of sur�ng the web on Wi-Fi, watching video, or listening

to music

- Charging via power adapter or USB to computer system

- Operating temperature: -4° to 102° F

- Non-operating temperature: -4° to 113° F

- Humidity: 5% to 95% non-condensing

- Height: 10” (250mm)

- Width: 8” (200mm)

- Depth: 1.15” (29mm)

- Weight: 2 lbs (0.9 kg) - Includes necessary Nylon carrying case.


